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Instructions for Requesting Dry Ice at the APS 
 
Dry Ice requests are handled by APS Detector Pool staff.  Dry ice should be requested through 
the Detector Pool database, similar to how detectors are requested.  Dry ice is only available 
during normal business hours.  Since dry ice must be obtained from a building other than the 
APS, requests must be made in advance to ensure availability of a government vehicle for 
transporting dry ice.   
 
Access the Detector Pool database via the link below.  Requestors will be taken to a log-in page 
similar to the log-in page for the ESAF system.    
https://beam.aps.anl.gov/pls/apsweb/wam0002.dds_main_menu 
 
The page can also be found on the Optics and Detector Group homepage (the "Submit a Detector 
Pool Request" link toward the middle of the homepage): 
http://www.aps.anl.gov/Xray_Science_Division/Optics_and_Detectors/index.html 
 
The process for requesting dry ice is as follows: 
 
-Click on “Request Equipment” 
-Select Model = “Dry Ice” 
-Enter the requested dates  
-Click “Check Availability” 
-Click “Request Reservation” 
-Fill in the Equipment Request Form.  Comments are especially helpful (e.g. how much ice is 
needed, time of day required, etc.). 
-Click “Submit Request.” 
 
Beamline staff who need database access are welcome to e-mail Detector Pool staff or page 2-
9490.   
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